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Erosion Control Notes

1.  It is the Contractor's responsibility to comply with local, state, and federal regulations
regarding erosion control.  IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO
CONFORM WITH THE REQUIREMENTS OF THE OWNER'S STORM WATER POLLUTION
PREVENTION PLAN AND THE PERMIT.

2.  The Contractor shall be solely responsible for erecting, maintaining, and repairing all
erosion control devices until the site is stabilized, and for removing these devices when
stabilization is complete.  The Contractor alone shall be liable for all penalties, fines, or
other consequences of his failure to maintain erosion control.

3.  Erosion control devices must remain in place until the upslope area has been
permanently stabilized.

4.  Permanent improvements such as streets, storm sewers, curb and gutter, and other
features for control of runoff shall be scheduled coincidentally to removal of vegetative
cover from the area, so that large areas are not left exposed which would overwhelm the
capacity of temporary erosion control measures.

5. The Contractor shall incorporate temporary erosion control features before stripping the
site, and shall incorporate permanent erosion control measures (e.g.:  pavement) at the
earliest practical time.

6. Contractor shall spray water on the site as needed to prevent airborne dust from leaving
the site.

7.  Concrete truck washout shall be limited to the designated on-site area.

General Site Notes

1.  All dimensions are to face of curb or sidewalk, unless noted otherwise.

2.  Contractor shall be responsible for all staking.

3.  All traffic signage and pavement markings shall conform to the Manual on Uniform
Traffic Control Devices (MUTCD).

4.  Gross site area:  1.18 acres, more or less
     Net site area (less street ROW):  1.18 acres, more or less
     Construction area:  1.18 acres, more or less

5. Parking requirement based upon floor area of Business/Professional Office 4,127 SF,
1 space per 250 SF) = 17 spaces required.  20 spaces provided.

     1 accessible space required (1 van accessible), 2 provided (2 van accessible)
No off-street loading space required.

6.  Dumpster location shown on site plan.

7.  Basis of Bearings:  Final Plat of Southern Hills Business Park Addition, Plat Record 2003
242.

Basis of Elevations:  A local benchmark (GPS #3) shown on the Final Plat of Southern
Hills Business Park Addition, datum unknown.  The survey did not yield to the published
elevation on Rogers GPS Monument #9.

Onsite benchmark is a set MAG nail in the street near the Northwest Corner of Lot 5,
1292.77'.

Grading Notes

1. This property is not subject to a Special Flood Hazard Area, per FEMA Flood Insurance
Rate Map (FIRM) panel 05007C0270K, effective June 5, 2012.

2.  Benchmark data referred to herein is for informational purposes only.  Contractor shall
verify project benchmark prior to site construction and inform the engineer of any deviation
immediately.

3.  Remove topsoil from all areas of proposed construction and compact the top 12 inches
of the existing subgrade to 95 percent of maximum density as determined by ASTM D-698
(Standard Proctor).

4.  Compact all fill material to 95 percent of maximum density as determined by ASTM
D698, in lifts not exceeding 8 inches thickness of loosely placed soil.

5.  Compact Class 7 aggregate base to 98 percent of the maximum density as determined by
ASTM D1557 (Modified Proctor) in lifts not exceeding 8 inches thickness of loosely placed
material.

6.  All unsurfaced areas shall be covered with a minimum of four inches of topsoil (as
compacted by a standard lawn roller), and shall be seeded, mulched, watered, and
maintained by the Contractor until a healthy stand of grass is obtained, covering a minimum
of 80 percent of the disturbed area.

7.  Grass seed shall consist of U-3 Bermuda (50% unhulled), free of weeds and inert
elements.

8.  All areas outside the limits of paving and grading as shown shall remain undisturbed.

General Utility Notes

1.  All utility installation shall conform to the requirements of the appropriate utility
company.  The Contractor shall follow all applicable federal, state, and local regulations,
including OSHA trench safety regulations as specified in 29CFR1926, Subpart P.

2.  Construction of any water line, sewer line, or appurtenances shall conform to the
requirements of Rogers Water Utilities, including any and all published Standard
Specifications, as amended.  RWU standard details are incorporated herein by reference.

3.  Where grade changes near existing manholes, Contractor shall adjust the lid height to the
new elevation.

General Notes

1.  The Contractor shall be responsible for payment of all construction and permit fees.

2.  The Contractor shall take all precautions necessary to avoid damage to adjacent
properties.

3.  The Contractor shall be responsible for the protection of survey monuments.  When
removal of a survey monument is necessary, the Contractor shall inform the Owner in
writing seven days prior to commencement of any construction activity which would disturb
the monument.

4.  The Contractor shall be responsible for removal and lawful disposal of all construction
debris, including excess soil, rock and other debris or trash created by the construction
process.

5.  The location of all existing underground utilities shown is approximate and based upon
the best available information.  No responsibility for the accuracy of such information is
assumed by the Engineer or the Owner.  The Contractor shall field determine the exact
location and depth of utilities prior to construction.  Prior to beginning any type of
excavation, the Contractor shall contact the various utility companies and make
arrangements for the location of the utility on the ground.  It shall be the responsibility of
the Contractor to maintain the utility location markings until they are no longer needed.

6.  The Contractor shall coordinate closely with the respective utility companies when
connecting to existing facilities.

7.  In accordance with generally accepted construction practices, the Contractor shall be
solely responsible for conditions of the job site, including safety of all persons and property
during performance of the work.  This requirement shall apply continuously and shall not be
limited to working hours.

8.  The duty of the Engineer or Owner to conduct review of the Contractor's performance is
not intended to include review of the adequacy of the Contractor's safety measures in, on,
or near the construction site.

9.  The Contractor shall coordinate the submission of all submittals to the Owner for
materials review and approval.

10. The Contractor shall notify the Owner and the City a minimum of 48 hours prior to
conducting field tests.  The Contractor shall also be responsible for notifying and arranging
for inspections by state and local governments and utility companies having jurisdiction.

11. The Contractor shall maintain, at the job site, a record copy of construction drawings and
specifications on which all field changes are to be shown.  These record documents are to be
made available to the Owner and Engineer during construction and shall be delivered to the
Owner upon completion of the project.

12. The Contractor shall notify the Owner immediately upon discovery of any discrepancies
in the plan, or any variation of field conditions from those shown.

13.  The Contractor shall possess a valid Arkansas Contractor's license.
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General Notes (Continued)

14. Unless noted otherwise on the Drawings, all concrete
shall have a minimum 28-day compressive strength of 3,500
PSI, a slump of 1 to 4 inches, and 2 to 4 percent entrained
air.

15.  Reinforcing bars shall conform to ASTM A15 and A305,
with a minimum yield strength of 60 ksi.

16.  Reinforced Concrete Pipe shall be Class III, and shall be
laid with the bell end facing upstream.
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Southern Hills Subdivision was designed without detention.  According to the
drainage reports done for the subdivision, detention is not necessary.  This is
under review.  No detention is planned.  Should detention be needed, extensive
revisions to the site will be necessary to provide a detention pond.

Current City of Rogers regulations require that water quality treatment be
provided for runoff from sites greater than one acre in size.  This site contains 1.33
acres.

Parking requirement based upon floor area in C-2 zone (1 space per 250 SF
required)
     Proposed building gross floor area = 4,187 SF, 17 spaces required
     20 spaces provided
     1 accessible spaces required (1 van accessible), 2 provided (2 van accessible)

SEE SHEET C-101 FOR NOTES.
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Erosion Control Notes

1.  It is the Contractor's responsibility to comply with local, state, and
federal regulations regarding erosion control.  IT IS THE RESPONSIBILITY
OF THE CONTRACTOR TO CONFORM WITH THE REQUIREMENTS
OF THE OWNER'S STORM WATER POLLUTION PREVENTION PLAN
AND THE PERMIT.

2.  The Contractor shall be solely responsible for erecting, maintaining,
and repairing all erosion control devices until the site is stabilized, and for
removing these devices when stabilization is complete.  The Contractor
alone shall be liable for all penalties, fines, or other consequences of his
failure to maintain erosion control.

3.  Erosion control devices must remain in place until the upslope area has
been permanently stabilized.

4.  Permanent improvements such as streets, storm sewers, curb and
gutter, and other features for control of runoff shall be scheduled
coincidentally to removal of vegetative cover from the area, so that large
areas are not left exposed which would overwhelm the capacity of
temporary erosion control measures.

5. The Contractor shall incorporate temporary erosion control features
before stripping the site, and shall incorporate permanent erosion control
measures (e.g.:  pavement) at the earliest practical time.

6. Contractor shall spray water on the site as needed to prevent airborne
dust from leaving the site.

7.  Concrete truck washout shall be limited to the designated on-site area.

SEE SHEET C-101 FOR NOTES.

Southern Hills Subdivision was designed without detention.  According to the
drainage reports done for the subdivision, detention is not necessary.  No
detention is proposed.

Current City of Rogers regulations require that water quality treatment be
provided for runoff from sites where the disturbed area is greater than one acre.
Disturbed area for this project is 0.65 acres.  Total lot area is 1.18 acres.
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SEE SHEET C-101 FOR NOTES.
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Notes

1.  See cover for erosion control, topsoil, and seeding notes.

2.  All plant materials shall be warranteed for two years.

3.  All unsurfaced areas not covered by other plant material be covered with a healthy stand of grass.  See
cover for seeding notes.

4.  All lansdscape material shall be in compliance with the American Standard for nursery stock.

5.  Any plant substitutions shall be submitted to the Engineer for approval.

6.  Plant material sizes shown are the minimum size requirement.

7.  Plants which cannot be planted immediately upon delivery shall be stored in a protected area with the
root balls covered with mulch or topsoil, and shall be watered regularly until planting.

8.  Disfigured and/or damaged plant materials shall not be planted and shall be removed from the site.

9.  Contractor shall rototill all planting beds to a minimum depth of twelve inches.  Topsoil and peat moss
shall be added at the following rates.  Peat moss:  one - 6 CF bale per 75 SF of bed area.  Top soil:  1 CY
per 150 SF of bed area.

10.  Pre-emergent herbicide, such as Preen or Treflan, shall be applied to the top few inches of topsoil in
accordance with the manufacturer's instructions to all plant beds prior to planting or mulching.

Area of parking lot (new only):  10,339 SF
Interior landscaping required: 8% (827 SF)
Interior landscaping provided:  8.1% (842 SF)

PROPOSED LEGEND

NO. SYM. COMMON NAME
Botanical Name

SIZE/SPACING
REMARKS

SEEDING AND SODDING NOTE:

All disturbed areas under a 10% slope shall be topsoiled to a minimum depth of 4", fertilized at a rate of
250 pounds per acre and seeded with annual rye grass at a rate of 3-4 pounds per 1,000 square feet and
with turf-type fescue at a rate of 8 pounds per 1,000 square feet, or sodded if the area is designated for
sod.  The area must also be mulched.  The Contractor shall water and maintain the grass until a healthy
permanent stand is established.

All disturbed areas with a 10% to 15% slope shall be topsoiled to a minimum depth of 4", fertilized at a
rate of 250 pounds per acre and sodded and staked with Bermuda grass (see plan for areas.)  If any other
slopes are created by the Contractor above 10%, they shall also be treated in this manner.

All areas over 15% shall be planted as above, but shall also be covered with erosion control fabric.
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SEE SHEET C-101 FOR NOTES.



COMMERCIAL DRIVEWAY DETAIL

SECTION A-A

JOINT SEALER DETAIL

CONCRETE WASHOUT AREA
NOT TO SCALE

EXISTING
GROUND

PLAN VIEW

CROSS-SECTION

STRAW BALE

2" SQUARE STAKE OR STEEL T-POST
MIN. 36" LENGTH - 2 PER BALEWIRE STAPLE

MIN. 2 PER BALE

10 MIL POLYETHYLENE LINER
FREE OF HOLES, TEARS, RIPS

EMBED BALES MIN.
4" INTO GROUND

STRAW BALE

2" SQUARE STAKE OR STEEL T-POST
MIN. 36" LENGTH - 2 PER BALE

8' +

10' MIN.

LINE INSIDE OF STRUCTURE WITH
10 MIL POLYETHYLENE LINER
FREE OF HOLES, TEARS, RIPS

3'-0"

MOUNT IMMEDIATELY
ABOVE R7-8P,

IF USED

7'-0" TO BOTTOM
OF LOWEST SIGN

2'-0"

1'-6"

GROUND/PAVING
SURFACE

3"

R7-8P

R7-8

ACCESSIBLE PARKING SIGNAGE
NOT TO SCALE

INSTALL THIS SIGN AT
ALL ACCESSIBLE SPACES

INSTALL THIS SIGN AT
ALL VAN ACCESSIBLE

SPACES

U-CHANNEL POST
2 LB. PER FOOT

6" DIAMETER PIPE BOLLARD,
PAINTED TRAFFIC YELLOW,

FILLED WITH CONCRETE

SLOPE TOP
OF CONCRETE

PORTLAND CEMENT
CONCRETE (3,500 PSI)

LOCATE IN CENTER OF PARKING SPACE

4.6'
LC

ACCESSIBLE PARKING SYMBOL
NOT TO SCALE

SYMBOL SHALL BE PAINTED IN TRAFFIC WHITE.
SYMBOL SHALL BE CENTERED IN A 6' SQUARE OF LIGHT BLUE

WHEELCHAIR RAMP DETAILS

SIDEWALK DETAIL

STANDARD CURB AND GUTTER
NOT TO SCALE

MATCH EXISTING

2R"

6" 1"

2R"

12"
6" MIN.

MATCH STREET CROSS SLOPE1
8"R

NOT TO SCALE

STRAW WATTLE

24"
MIN.

8" DIA. STRAW WATTLE

2" SQUARE x 36"  WOOD STAKE

2" TRENCH

GROUND SURFACE

INSTALL 8" CLASS 7
AGGREGATE BASE

COMPACT T0 95% OF
MAX. PER ASTM D1557

HMAC PAVEMENT SECTION
NOT TO SCALE

INSTALL 3" AHTD TYPE 2
HOT MIX ASPHALTIC

CONCRETE PER AHTD
STANDARD SPECIFICATIONS.

3"

8"

COMPACT TOP 8" OF SUBGRADE TO
95% OF MAX. PER ASTM D698

8"

EXTEND COMPACTED
SUBGRADE AND BASE
1' BEYOND BACK OF CURB

UNDISTURBED SUBSOIL

( SEE LANDSCAPE NOTES
FOR TYPE OF MULCH )

REMOVE BURLAP & ROPE
FROM TOP 1/3 OF BALL

IF SHRUB IS B & B, THEN

BACKFILL MIX

4 INCHES MULCH

SHRUB PLANTING
NOT TO SCALE

6"

2' (MIN.) 12"

PLAN

TREE WRAP

BACKFILL MIX

PAINTED FLUORESCENT ORANGE
COVERED W/2-PLY RUBBER HOSE

WHITE FLAGGING (TYP.)

DOUBLE STRAND 12 GAUGE WIRE

8" 2-PLY RUBBER HOSE

8' STEEL TEE POST

4 INCHES MULCH

FROM TOP 1/3 OF THE BALL
REMOVE BURLAP & ROPE

UNDISTURBED SUBSOIL

4 INCH DEEP SAUCER

NOTE:  SEE LANDSCAPE NOTES FOR THE TYPE OF MULCH MATERIAL TO USE.

12"

TREE PLANTING
NOT TO SCALE
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